OB6 - Large Scanner ARENA J

Unit Summary

OB 6 has a three tier layout facing the large monit  or stack of 60 monitors. VTR is housed in the rear of
producti on, @ancRinihamiddle andthe Sony DVS7530 vision mixer in the front, all with
comprehens ive Telex talkback. Both sound, with a Calrec C2 console, and vision have large operational
areas making the unit comfortable for large and busy productions. Routing is f ully digital in 4:3 and 16:9.

The unit is used extensively for both live and recorded shows.
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Technical Specifications

Sound Production Vision
Calrec Alpha 64 Motorised fader 26 inch HD -LCD monitor stack, Sony MVS8000 HD vision mixer
mixing custom with;
desk with; 112 analogue and 80 built with an 8ms delay and an 4MEs, 68 inputs, 48 outputs &
stereo AES inputs, 48 multi -track/ excellent contrast ratio. Quad split DME
IFB busses, 20 auxes & 8 groups. and UMD6s on every
to 61 sources.
Dolby 5.1 operation 72 x 13"preview monitors HDCAM & EVS HD VTRs
2 levels of full AES audio routing 3 X 26" Transmission monitors 30 on-board camera channels

Extensive digital talkback (tba) 240 x 360HD video router

Spacious 200sq ft production gallery

Sliding desk design throughout

Chassis : 17.5m long articulated vehicle Twin full  -length expanding sides Self -levelling system Air -
conditioning and roof platforms

Weight: Details to be announced
Power 3 x 125amp single phase c-form or 1 x 125 amp three phase ¢ -form
requirements:
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