VT4 ¢ Large VT Truck

Unit Summary

This ground breaking unit is built for a tapeless fut  ure and is based around the EVS LSM. With the EVS X -
Browse server system clients can now transport clips on and off  site with inexpensive HDD caddies; this
approach streamli nes the turnaround of highlight edits and makes archiving easy back at base. Th e unit also
supports most other tape formats. There is no longer a need to have tape mac  hines at each operator
position and through the introduction of quad split displays, the truck has a huge amount

of operational space.
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Technical Specifications

Chassis : 12 metres (40 ft) Long x 3.9 metres (12 ft 9) High x2.4 metres (8 ft)
Wide. Mercedes rigid based unit.

Weight: 18 tonnes gross

Power requirements: 63 /125 Amp, single phase supply at 240 volts, 50 Hz

Configuration : Length ways seating up to 10 staff (central Tape Director)
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VT4 - TD Monitors Bay 8
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VT4 - Ops monitors bays 1 to 5
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VT4 - Ops monitors bays 9 to 13

Bay 9 Bay 10 Bay 11 Bay 12 Bay 13

OP 4 OP5 OP 6

LINES Q/S
14

LINES Q/S
18

Arena Television Limited Tel: +44 (0)1737822011 info@arena-tv.com www.arena-tv.com



